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Sump Base Fabrication
After the placement of the Tank Fitting Adapter
holes have been located on the base of the sump
use a drill fitted with a 5-1/2” hole saw to cut out
holes for the 4” Tank Fitting Adapter. Use a saber
saw to make the hole for a 6” TFA. NOTE: Other
brands of tank fitting adapters may require
different size hole saws so make sure the
correct size opening is made.

Installing Adapters
Use a large mouth wrench and position around
the outside of the Tank Fitting Adapter. As an
alternative, use a pry bar between the notches
on top of the TFA. Tighten adapter into fitting
being careful not to damage the outside threads
or tank surface. (Note: Use approved pipe
sealant around threads.)

Riser Pipe Adjustments
It may be necessary to modify the height of
the riser pipe which contains the drop tube.
The riser pipe needs to be ordered 2-3/4" shorter
than typically specified or cut and threaded in the
field to allow for the added height of the Tank
Fitting Adapter.

IMPORTANT Install flat gasket on the surface of the Tank
Fitting Adapter flange located under the tank sump base.

Mounting Sump Base 
After the holes have been drilled in the bottom
of the sump base and the Tank Fitting Adapters
have been installed, the mounting of the sump
base may begin. First, remove the compression
ring and washer from the adapter. Check to make
sure the flat gasket is evenly positioned on the
flanged section. Second, set the sump base over
the threaded riser onto the rubber gasket. Make
sure the sump base fits evenly on the gasket and
that there are no obstructions under the base.
Place the non-threaded compression plate over
threads and onto sump base. Thread the bolt-
down compression ring onto the threads of the
flange until compression ring is snug against the
compression plate. After the ring has been
tightened, begin tightening the eight (8) bolts into
compression ring. The bolts should be tightened
in star pattern to ensure equal compression.
When backfilling make sure that the backfilling
material is evenly distributed under the sump.

Compression PlateCompression
Bolts

Sump Base

IMPORTANT In order to avoid base deformation in
sump two Tank Fitting Adapters can be used.

Tank Fitting Adapters
Should the tank sump require mounting to a tank’s
fitting then the Tank Fitting Adapter must be used.
The Tank Fitting Adapter will install into a 4” NPT
threaded tank fitting. Follow these fabrication and
mounting instructions to comply with the product
warranty. The adapter is of sufficient height to
prevent interference of the sump base and with
the ribs on ribbed fiberglass tanks. The adapter’s
connection to the sump and to the tank is liquid tight
and secure. Assembly Components Include the
following: 1-Adapter Base, 1-Flat Rubber Ring
Gasket, 1-Compression Ring, 1-Threaded Ring,
8 - 3/8” Bolts.

IMPORTANT Always install two Tank Fitting
Adapters for high ground water applications.

IMPORTANT INFORMATION - FOLLOW ALL INSTRUCTIONS
Please contact your OPW FCS sales representative or OPW FCS customer service representative at 1-800-422-2525 for OPW FCS product installation

procedures. All OPW FCS literature including installation instruction sheets and manuals can be accessed from the OPW FCS website at: www.opwfcs.com.
The use of non-qualified personnel or any deviations from these recommended procedures could result in damage or leakage of the system.

Notice: OPW FCS products must be used in compliance with applicable federal, state, provincial and local laws and regulations. Product selection should be based on physical specifications and limitations and compatibility with the environment and material to be handled.
OPW FCS makes no warranty of fitness for a particular use. All illustrations and specifications in this literature are based on the latest production information available at the time of publication. Prices, materials and specifications are subject to change at any time, and models
may be discontinued at any time, in either case, without notice or obligation. For complete OPW FCS warranty information, visit our web site at www.opwfcs.com.

3250 US 70 Business West
Smithfield, N.C., 27577

Customer Service: 1-800-422-2525
Customer Service FAX: 1-800-421-3297

Technical Service:  1-919-934-2786
www.opwfcs.com



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


