Temlary | PART nae VATERIAL A-2165-PI VATERIAL A—2169—PI-MO | A~2169—PI-SS | A-2169—PI-MO—PRA-PA
PART NUMBER PART NUMBER | PART NUMBER PART NUMBER
1 | 1 |TOP GUIDE STEEL W/STAINLESS | 23-1-XS STAINLESS 23-1-SS 23-1-SS 23-1-SS
2 |1 |stEm STAINLESS STEEL 21-2-S5 STAINLESS STEEL 21-2-5S 21-2-SS 21-2-SS—PA (3)
3 | 1 | RETAINER STEEL, PLATED 21-31-CS STAINLESS STEEL 21-31-MO 21-31-SS 21-31-MO—PRA—PA (2)(3)
4 |1 |BoDY STEEL 21-41-Cs STAINLESS STEEL 21-41-MO 21-41-S5 21-41-MO—PRA—PA (2)(3)
5 1 SPRING ALLOY STEEL 21-165-AS STAINLESS STEEL 21-165-SS 21-165-SS 21-165-SS
6 | 1 |FOLLOWER STEEL, PLATED 21-61-CS STAINLESS STEEL 21-61-MO 21-61-SS 21-61-MO—PRA—PA (2)(3)
7 2 | WIRE SEAL LEAD OR STAINLESS | 22-72-PB LEAD OR STAINLESS| 22-72-PB 22-72-PB 22-72-SS
8 | 1 [TOP LOCK NUT |STEEL, PLATED 23-8-CS STAINLESS STEEL 23-8-SS 23-8-SS 23-8-SS
9 | 1 [WASHER NEOPRENE (1) | 23-9-NE NEOPRENE (1) | 23-9-NE 23-9-NE 23-9-NE
10 | 1 |SEAT "0” RING [VITON A (1) | 27-10-VA VITON A (1) | 27-10-vA 27-10-VA 27-10-VA
11 | 1 [STEM "0” RING |[VITON A (1) | 27-11-va VITON A (1) | 27-11-vA 27-11-VA 27-11-VA
DRAIN 12 | 1 | ADJUSTMENT NUT|STEEL, PLATED 23-12-CS STAINLESS STEEL 23-12-MO 23-12-55 23—12—-MO—PRA—PA (2)(3)
13 | 1 [Lock NuT STEEL, PLATED 23-13-CS STAINLESS STEEL 23-13-MO 23-13-SS 23-13-MO—PRA—PA (2)(3)
2 | STUD ALLOY STEEL 23-14—-AS STAINLESS STEEL 23—14-SS 23-14-SS 23—-14-SS
N " 2 Tstp W/HOLE  |ALLOY STEEL 23-141-AS | STAINLESS STEEL 23-141-SS 23-141-SS 23-141-SS
8X ¢.75 H,,OLES 15 | 4 |[NUT STEEL, PLATED 10-15-CS STAINLESS STEEL 10-15-5S 10-15-SS 10-15-SS
ON ¢10.25" BC 16 | 1 | NAMEPLATE STAINLESS STEEL 26-164-SS | STAINLESS STEEL 26-165-5S 26-165-SS 26-165-SS
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I NOTES:

N (1)  ALTERNATE MATERIAL AVAILABLE.
g\ $8.995” +.003 X
$8.255” +£.003 X (2) PARTS CERTIFIED FOR ASTM A262 PRACTICE A.
& 1/4" TONGUE
11.75" (3) PARTS TO BE PASSIVATED PER QQ—P—35 &
E FERROXYL TESTED PER ASTM A 380.
E | j 4X g1 3/4” HOLES

PRESSURE
SETTING FLOW RATE
MODEL NO. (SCFM—AIR)
(PSIG)
A-2165-PI SERIES 165 35,608
A—-2169—-PI SERIES 165 35,527
NET FLOW AREA = 11.38 IN?
WT. =82 LBS.
- IMIDLAND M2NuFacTURING coRe.
G ADDED A-2165-PL Fs | 777/ MN SKOKIE, IL, U.S.A.
F ADDED A-2169-PI-MO-PRA-PA & NOTES 2 & 3 [ 6/27/11 wJJ SAFETY RELIEF VALVE
E ADDED A-2165-PI-SS, DWG NO. A-2163-PI-MO0 WAS A-2169-PI1-MO-VA FsS 8/13/10 WJJ
MATERIAL: TOLERANCES UNLESS SPECIFIED:
D | ADDED “DRAIN’, REMOVED ITEM 17 - GASKET, PART NO. 29-17-AB & NOTE 2| Fs | 11/8/06 | RHD SEE TABLE 2 Bt Do £ o1
ANGULAR + 1°, FRACTIONS + 1/64
c 22-72-PB VAS 23-7-PB, 10-15-SS WAS 23-15-SS Fs o206 | M e CHAMFERS AND WELD PREP 45
3 o178 wAS 27178 s | 5906 | mrp |LBREAK ALL EDGES & CORNERS. FINISH (Ra) - v/
scaie: HALF [ oran: H R osre: 7/06./00 [ eproven: W JJ
A ADDED 23-141-SS cHp | 8-2-04 | cHP
CaD FILE No. | sizE [ ows No. A—2165—P| SERIES |rev
LTR REVISIONS ORN | DATE APP 3986 C A—2169—P| SERIES G




