
        A-119-W 
   Check Valve 
     April 29, 2015 

 Valve Weight:  25 lbs 

 Mounting Configuration: 
    O.D.:  4.745 +/-.003 
    I.D.:   4.005 +/-.003 

 AAR Approval #:  PRD092020 

TECHNICAL SPECIFICATIONS 

 For Liquid Lines 

 Max Flow:  106.3 lbs Propane per Minute 

 Ball Style Float 

 Materials:  Stainless Steel 

 Mount Type:  Weld 

 Mount Size:  1 11/16” Diameter 

 AAR Approval #:  E92017 

 

 

 



 A-1000 Series 

VALVE SPRING PART FLOW RATED VALVE SPRING PART FLOW RATED

ASSEMBLY NUMBER PRESSURE ASSEMBLY NUMBER PRESSURE

(PSIG) (PSIG) (SCFM) (PSIG) (Kd) (PSIG) (PSIG) (SCFM) (PSIG) (Kd)

A-1075 10-75-AS 75 68 1109 85 0.883 A-1079 10-79-SS 75 68 1113 85 0.886

A-1100 10-100-AS 100 90 1374 110 0.874 A-1104 10-104-SS 100 90 1371 110 0.872

A-1150 10-150-AS 150 135 2004 165 0.885 A-1154 10-154-SS 150 135 1940 165 0.857

A-1165 10-150-AS 165 148 2329 181.5 0.942 A-1169 10-165-SS 165 148 2611 181.5 1.056

A-1225 10-225-AS 225 210 2884 247.5 0.873 A-1229 10-229-SS 225 210 2670 247.5 0.808

A-1247 10-225-AS 247 235 3070 271.7 0.849 A-1251 10-229-SS 247 235 3245 271.7 0.897

A-1255 10-225-AS 255 240 3477 280.5 0.934 A-1259 10-229-SS 255 240 3344 280.5 0.898

A-1280 10-300-AS 280.5 260 3576 308.55 0.878 A-1284 10-304-SS 280.5 260 3697 308.55 0.908

A-1300 10-300-AS 300 285 3516 330 0.809 A-1304 10-304-SS 300 285 3695 330 0.850

A-1330 10-300-AS 330 315 4322 363 0.908 A-1334 10-304-SS 330 315 4262 363 0.895

A-1375 10-375-AS 375 360 4220 412.5 0.784 A-1379 10-379-SS 375 360 4615 412.5 0.857

A-1450 10-450-AS 450 430 4705 495 0.732
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A-1000 SERIES

(1) ALTERNATE MATERIAL AVAILABLE  (3)   STANDARD PLATING IS ZINC OR CADMIUM 

(2) FOR VALVE WITH STACK SEE A-1000-S SERIES (4)   AAR APPROVAL #: PRD092020  

        A-119-W 
   Check Valve 
     April 29, 2015 

ITEM QTY PART NAME MATERIAL PART NUMBER

1 1 BALL STAINLESS 119-1-SS

3 1 BODY ASSEMBLY STAINLESS 119-311-SS

4 1 PLUG STAINLESS 119-4-SS


