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Leading The Way in Fueling Innovation Worldwide

Meets All CARB and  
Enhanced Vapor Recovery 
(EVR) Requirements

An all-composite, completely  
integrated, multiport fill sump  
system for unparalleled water  
intrusion protection

Composite  |  Lightweight  |  Watertight



u  Lightweight - reduce risk of back,  
foot and hand injuries.

u UV resistant
u  Standard duty (20 ton load rating) 
u  No Bolts Required to Seal Top Cover
u  Anti-slip surface
u  Composite construction; does not corrode 

u   Watertight, sealed design
u  Monolithic structure eliminates delaminating
u   Ergonomic, single person removal and  

replacement with Fibrelite lifting handle
u   Easy Access Watertight Sump Inspection Port
u   Replaceable Double Wall Spill Containment
u   Easy access to Overfill Prevention Valve

Features & Benefits:

Ordering Specifications
Sump Bonded Manhole

Part Number Application  Tank 
Collar Dia. Height Base WT Cover Skirt 

ID
FRP 

Cover
Fill & Vapor 

Cover

S8CR-3100G-MP3716S-W 5 Gallon Regular Gasoline MP System 42" 45" 48" Collar Ring 37" WSP37-16S 40" Gray White/Orange

S8CR-3100G-MP3716S-R 5 Gallon Premium Gasoline MP System 42" 45" 48" Collar Ring 37" WSP37-16S 40" Gray Red/Orange

S8CR-3100G-MP3716S-BU 5 Gallon Mid-Grade Gasoline MP System 42" 45" 48" Collar Ring 37" WSP37-16S 40" Gray Blue/Orange

S8CR-3100G-OF378S-Y 5 Gallon Diesel Offset System 42" 45" 48" Collar Ring 37" WSP37-8S 40" Gray Yellow

S8CRD-3100G-MP3716S-W 5 Gallon Regular Gasoline MP System 42" 45" 63" Collar Ring 37" WSP37-16S 40" Gray White/Orange

S8CRD-3100G-MP3716S-R 5 Gallon Premium Gasoline MP System 42" 45" 63" Collar Ring 37" WSP37-16S 40" Gray Red/Orange

S8CRD-3100G-MP3716S-BU 5 Gallon Mid-Grade Gasoline MP System 42" 45" 63" Collar Ring 37" WSP37-16S 40" Gray Blue/Orange

S8CRD-3100G-OF378S-Y 5 Gallon Diesel Offset System 42" 45" 63" Collar Ring 37" WSP37-8S 40" Gray Yellow

S8SB-3100G-MP3716S-W 5 Gallon Regular Gasoline MP System 48" 45" 39" Solid 37" WSP37-16S 40" Gray White/Orange

S8SB-3100G-MP3716S-R 5 Gallon Premium Gasoline MP System 48" 45" 39" Solid 37" WSP37-16S 40" Gray Red/Orange

S8SB-3100G-MP3716S-BU 5 Gallon Mid-Grade Gasoline MP System 48" 45" 39" Solid 37" WSP37-16S 40" Gray Blue/Orange

S8SB-3100G-OF378S-Y 5 Gallon Diesel Offset System 48" 45" 39" Solid 37" WSP37-8S 40" Gray Yellow

S8SBD-3100G-MP3716S-W 5 Gallon Regular Gasoline MP System 48" 45" 48" Solid 37" WSP37-16S 40" Gray White/Orange

S8SBD-3100G-MP3716S-R 5 Gallon Premium Gasoline MP System 48" 45" 48" Solid 37" WSP37-16S 40" Gray Red/Orange

S8SBD-3100G-MP3716S-BU 5 Gallon Mid-Grade Gasoline MP System 48" 45" 48" Solid 37" WSP37-16S 40" Gray Blue/Orange

S8SBD-3100G-OF378S-Y 5 Gallon Diesel Offset System 48" 45" 48" Solid 37" WSP37-8S 40" Gray Yellow

  OPW FibreTite Multi-Port and Sump System Kit  
Includes:

All Fill & Vapor Covers  
ship with Composite  
FC-11 Spill Port Covers.

Add "SC" to the 
end of the part for 
Sealable Covers.

- Multiport Cover
- Frame 
- Skirt
- Spill Containers

- Port Covers
- Shroud Boot
- Clamping Kits
- Water Spill Platform

- Top Hat
- Sump Base

Listings and 
Certifications
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New Style   OPW FibreTite Multi-Port Kit  
to Install on Existing Tank Sump

Includes Spill Containers

Multi-Port Kit Only, No Sump Includes Spill Containers
Kit includes; Multiport Cover, Frame, Skirt, Spill Containers, Port Covers, Shroud Boot and Clamping Kits

Replacement for Existing FL100 MP System includes Spill Containers
Kit includes; Multiport Cover, Spill Containers, Port Covers, Shroud Boot, Clamping Kits and Water Spill Platform

Ordering Specifications
Bonded Manhole

Part Number Application WT Cover Round Sump 
Riser Diameter Skirt ID FRP 

Cover Fill & Vapor Cover

S42-3100G-MP3716S-W 5 Gallon Regular Gasoline MP System 37" WSP37-16S 42" 40" Gray White/Orange

S42-3100G-MP3716S-R 5 Gallon Premium Gasoline MP System 37" WSP37-16S 42" 40" Gray Red/Orange

S42-3100G-MP3716S-BU 5 Gallon Mid-Grade Gasoline  MP System 37" WSP37-16S 42" 40" Gray Blue/Orange

S42-3100G-OF378S-Y 5 Gallon Diesel Offset System 37" WSP37-8S 42" 40" Gray Yellow

S48-3100G-MP3716S-W 5 Gallon Regular Gasoline MP System 37" WSP37-16S 48" 40" Gray White/Orange

S48-3100G-MP3716S-R 5 Gallon Premium Gasoline MP System 37" WSP37-16S 48" 40" Gray Red/Orange

S48-3100G-MP3716S-BU 5 Gallon Mid-Grade Gasoline  MP System 37" WSP37-16S 48" 40" Gray Blue/Orange

S48-3100G-OF378S-Y 5 Gallon Diesel Offset System 37" WSP37-8S 48" 40" Gray Yellow

Ordering Specifications
Bonded Manhole

Part Number Application WT Cover Skirt 
ID

FRP 
Cover

Fill & Vapor 
Cover

FL100G-RETRO-MP3716S-W 5 Gallon Regular Gasoline MP System 37" WSP37-16S 40" Gray White/Orange

FL100G-RETRO-MP3716S-R 5 Gallon Premium Gasoline MP System 37" WSP37-16S 40" Gray Red/Orange

FL100G-RETRO-MP3716S-BU 5 Gallon Mid-Grade Gasoline  MP System 37" WSP37-16S 40" Gray Blue/Orange

FL100G-RETRO-OF378S-Y 5 Gallon Diesel Offset System 37" WSP37-8S 40" Gray Yellow

Ordering Specifications
Bonded Manhole

Part Number Application Skirt 
ID

FRP 
Cover Fill & Vapor Cover

FL100GRAY-MP16S-SK12-W 5 Gallon Regular Gasoline MP System 40" Gray White/Orange

FL100GRAY-MP16S-SK12-R 5 Gallon Premium Gasoline MP System 40" Gray Red/Orange

FL100GRAY-MP16S-SK12-BU 5 Gallon Mid-Grade Gasoline  MP System 40" Gray Blue/Orange

FL100GRAY-OF8S-SK12-Y 5 Gallon Diesel Offset System 40" Gray Yellow

Replacement Parts/Accessories
Part Number Description

P761C-FLDV 5 Gallon Fill Bucket for Fibrelite MP with Drain 
Valve and Cast Iron Base  

P761C-FLPL 5 Gallon Vapor Bucket for Fibrelite MP with Plug 
and Cast Iron Base  

FC-11-Orange 11" Orange Vapor Cover

FC-11-RED 11" Red Fill Cover

FC-11-WHITE 11" White Fill Cover

FC-11-YELLOW 11" Yellow Fill Cover

FC-11-BLUE 11" Blue Fill Cover

FL100GRAY-
MP16S

FL100 Gray Composite Multi-Port  
Cover- 16" Centers

FL100GRAY-OF8S FL100 Gray Composite Cover Offset Port  

WSP37-16S 37" Dia. WT MP Spill Platform w Dual 
Access Part 16" Centers 

Part Number Description

FLMP-SB MPS Shroud Boot Kit 
(Includes WSP-CRKS, Clamp kit)

FLMP-IP Inspection Port kit for Fibrelite Multi-Port  

FC-11-SEAL Seal for FC-11 Covers  

WSP37-8S 37" Multi-Port Water Shroud for Single Offset Port 

WS-RING-37 37" Dia. Stainless Steel Retaining Ring Kit  

S-CR-FGK
FRP Kit for Bonding Collar Ring Sump  
to FGRP Tank collar (Includes Resin, Catalyst  
& Glass Tape) 

S-TH-FGK FRP Kit for Top Hat to Sump  
(Includes Resin, Catalyst & Glass Tape)   

RK-5000 Fiberglass Epoxy Kit (Qt. Size)  

211300 Epoxy pack to bond 1TAG to composite cover

Spill 
Container

Replacement 
Fill Cover

Replacement 
2-Port Cover

Kit includes; Multiport Cover, Frame, Skirt, Spill Containers, Port 
Covers, Shroud Boot, Clamping Kits, Water Spill Platform and Top Hat

See 1TAG section for I.D. markers for new multiport
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FibreTite Brochure • 10/2016

OPW FibreTite Multiport – Simply Revolutionary

A   New Aluminum, Watertight Sump Inspection Port – 
allows for ease of access and inspection of the sump 
while preventing water intrusion

B   Options for fill port cover:  
   • Flush mount composite FC-11 
   • Sealable cover with leaver seal

C   Integral Double-Wall Spill Containment – Double 
wall containment is attached to the top cover of the 
composite cover to provide built-in double-wall spill 
containment protection. The bellows are sealed to  
the composite cover to provide a watertight seal. 

D   UL Listed Nitrile Shroud Boot – connects water 
shroud to the top cover for optimum water  
intrusion prevention

E   Built in water-tight sealed port for easy access 
tank sump inspection

F   Innovative 1-2200 Spill Container Design – The 
OPW 1-2200 Series Spill Containers come standard, 
offering quick and easy bellow replacement and 
removal/inspection of overfill prevention valves

OPW has combined the very best of its innovative 
spill containment and overfill product offering into a 
single multi-benefit multiport. Unlike anything else in 
the industry, the NEW OPW Fibrelite Next Generation 
Multiport provides unparalleled protection against 
water intrusion, easy access to overfill prevention 

valves and optimum spill containment protection and 
upgrade-ability. Nothing else in the industry compares. 
This new design allows you to address present day 
regulatory requirements, and best of all it ensures  
you can meet the next generation requirements  
well into the future.   

 Lightweight Flush Mounted, Sealable Composite Manhole Cover 
the industry’s best protection against water intrusion.

OPW will configure a system to meet your needs. Please call your  
OPW District Manager for assistance in configuring your system.
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