
Part # Description Color
Skirt  
I.D.

Cover  
O.D.

Skirt  
Length Wt.

FL120BLACK-MW Flat Sealed Composite Cover - Labeled Black 12" 15" 3.91" 13 lbs

FL120BLACK-MW-SK12 Bonded Black 12" 15" 12" 26 lbs

Bonded - Assembled Cover, Ring And Skirt  

Ordering Specifications - Monitoring Well Manholes

Replacement Covers
FL120BLACK-MW
Sealed - Labeled Monitoring Well Cover

Color Skirt I.D.
Cover 
O.D.

Cover 
Ht.

Wt.

Black 12" 15" 3.91" 13 lbs

A

C

B

Materials

Ordering Specifications

Product #
ID 

(in.)
ID 

(mm)
lbs. kg

104AOW-0800 8 203 15 6.8

104AOW-1200 12 305 28 12.7

104AOW-1219 12 305 33 15.0

104AOW-1800 18 457 50 22.7

104AOW-1819 18 457 57 25.9

Dimensions

Product #
A B C

in. mm in. mm in. mm

104AOW-
0800

8 203 101/8 257 111/4 286

104AOW-
1200

12 305 141/4 362 111/4 286

104AOW-
1219 12 305 141/4 362 191/4 489

104AOW-
1800

18 457 201/8 511 111/4 286

104AOW-
1819

18 457 201/8 511 191/4 489

Replacement Parts

Part # Description

E00514I Cover for 8" 104AOW-0800

E00515I Cover for 12" 104AOW-1200

E00514I Cover for 8" 104MW-0800

E00516I Cover for 18" 104AOW-1800

H12872M Gasket for 104AOW 8"

H12873M Gasket for 104AOW 12"

H12874M Gasket for 104AOW 18"

OPW Monitoring / Observation Well Manholes
Designed to be installed at grade level over a slotted PVC monitoring well where limited 
access and clear identification are essential. Ring gasket prevents water contamination.

Body Ring: Cast iron

Cover: Cast iron

Skirt:  Steel (104 AOW)

Gasket: Neoprene 104AOW-1200

Fibrelite Composite 
Monitoring Manholes

Fibrelite offers the retail petroleum 
industry’s leading watertight, easy to 
remove, non-bolted composite manhole 
covers in a large selection of shapes and 
sizes. From general tank sump access 
to multiport and single port fill sump 
applications to interstitial sumps and 
monitoring wells, Fibrelite has every  
application covered. 

Multiple colors are available – Contact 
OPW Customer Service for pricing, 
availability, and lead times.

u  UV resistant
u   Round, square and rectangular  

(wide range of sizes)
u  Anti-slip surface – no costly injury 

claims
u   Will not corrode

u  Watertight, sealed design
u  No bolts required
u  Ergonomic, single person removal 

and replacement with Fibrelite 
lifting handle

Features & Benefits:

BS EN 124
1994PAS 261998

MODEL
FL90CLASSC250

Monitoring Well Manholes

Cover: Fiberglass 
Frame: Fiberglass 
Skirt: Fiberglass
Cover Includes Frame 
and Skirt 

Materials:

Brine Monitoring 
Reservoir
Deep solid base sump, with a  
spill container, integrated 
drainback system to the tank

Ordering Specifications
Part # Description Weight (lbs)

S45-1180BL 18" dia. x 18" DP FRP Sump w/ FL180F & FL180BLACK Cover 76

S45-1180G 18" dia. x 18" DP FRP Sump w/ FL180F & FL180GRAY Cover 76

Composite X

www.opwglobal.comBELOW GROUND PRODUCTS

135




