
SPECIFICATION

	 Start-To-Discharge  Pressure: 75 psig +/- 3 PSIG

	 Vapor Tight Pressure: 60 PSIG minimum

•	 Certified Capacity at Flow Rating Pressure: 29,550 SCFM Air

•	 Flow Rating Pressure: 85 PSIG maximum

•	 Effective Orifice Area: 20 in2

•	 Discharge Coefficient (Kd): .81

	 Maximum Operating Temperature: 250OF ~ 600OF (Depending on elastomer seal selec-
tion)

	 Minimum Operating Temperature: -20OF

	 Mounting Studs: (8) @ 5/8-11UNC  X 3.0” Long (Min.)

	 Mounting Stud Torque: 120 +/-10 ft-lb

	 Mounting Clearance Hole: 7.250” Dia.

	 Top Guide Cap Screw (Items #11&12) Torque: 80 +/- 5 ft-lb

	 Stem Locknut (Item #7) Torque:  110 +/-10 ft-lb

	 Stem Adjusting Nut & Locknut (Item #10 x 2) Torque together to 300 ft-lb

	 Recommended gasket size: 9.5” OD  X  7.25  ID  X  .125 Thk

	 AAR Approval No.: PRD122007

	 Note: Alternate o-ring materials available
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