Improving fluid-transfer connections

The ongoing surge in oil and natural gas production in the US has not only led to record levels of production and supply, but also had a positive effect in many other areas. One group involved in the oil and gas industry that has specifically benefited from the increase in production are oilfield equipment manufacturers. It goes to reason that an increase in the amount of production and the number of drilling sites – whether conventional or unconventional – will result in increased demand for oilfield equipment.

In fact, a report released by the research group MarketsAndMarkets.com states that demand within the oilfield equipment rental market will reach a global value of $46.8 billion (€35.5 billion) by 2018. Driving this growth over the next five years will be North America, with its continuing focus on unconventional shale plays and the overall growth of the domestic oil and gas market.

Just as increased oilfield activity means growing demand for equipment, increased production means a higher amount of crude oil, natural gas and other petroleum and chemicals that must be handled safely, for both oilfield personnel and storage terminal operators. This means the need for flow-control equipment that can adequately and reliably prevent any leaks or spills when handling, storing, transferring or transporting petroleum products.

Staying high and dry

Throughout all stages of oil and gas supply change, operators are taking special precautions to prevent unnecessary contamination of the environment, while helping to ensure the safety of their employees.

Whereas quick-disconnect technology has traditionally been the coupling style of choice, today dry-disconnect couplers have become a front-of-mind technology option where safeguarding people and the environment are paramount concerns. The effectiveness of dry-disconnect technology dovetails nicely with the wishes of operators, who are placing a heightened emphasis on reducing liquid discharge at hose connection points.

Dry-disconnect couplings have been designed and tested to be an automatic, highly reliable mechanism that seals off both the hose and the fixed pipe end when the hose is disconnected. These couplings can be used in any liquid-transfer application where loss of fluid upon disconnection cannot be tolerated because of environmental regulations, worker safety considerations, the high value of the fluid or where cleanliness is a concern.

Although dry-disconnect products are not necessarily newcomers to the connection business, the demand for these products has...
Various styles of couplers and hose/pipe fittings are used throughout the supply chain every day. However, the chance for a leak increases if using quick-disconnect technology versus a dry-disconnect coupler.

The basic quick-disconnect technology is not always able to offer total product containment, which is a major concern for site personnel and the environment when handling hazardous liquids. Traditional quick disconnects can also be hard to handle, with connections oftentimes difficult to complete and hard to verify.

The goal of any dry-disconnect technology, such as the OPW Drylok dry disconnect coupler, is to optimise environmental protection, while allowing operators to perform safer, cleaner and faster connections and disconnections throughout the supply chain. OPW Drylok couplers are designed to be easy to use and are operated in the following manner:

1. Push coupler onto adaptor by first engaging lower jaw of coupler under lip of adaptor and tilting the coupler upward to engage top jaw (Fig. 1).

2. Turn handle counter-clockwise until lock engages. Coupler and adaptor are locked together but valve is closed (Fig. 2).

3. Press down button on coupler and turn handle counter-clockwise until it locks. Valve is now open and product will flow (Fig. 3).

4. To disconnect – press button on coupler and rotate handle clockwise until it locks. Valve is now closed.

5. Press button on coupler down and turn handle clockwise to the 'in-line' position. Press tab on opposite side of coupler to release the upper jaw and move coupler away (Fig. 4).

Why are dry disconnects better than quick disconnects?

Various styles of couplers and hose/pipe fittings are used throughout the supply chain every day. However, the chance for a leak increases if using quick-disconnect technology versus a dry-disconnect coupler.

The basic quick-disconnect technology is not always able to offer total product containment, which is a major concern for site personnel and the environment when handling hazardous liquids. Traditional quick disconnects can also be hard to handle, with connections oftentimes difficult to complete and hard to verify.

The goal of any dry-disconnect technology, such as the OPW Drylok dry disconnect coupler, is to optimise environmental protection, while allowing operators to perform safer, cleaner and faster connections and disconnections throughout the supply chain. OPW Drylok couplers are designed to be easy to use and are operated in the following manner:

1. Push coupler onto adaptor by first engaging lower jaw of coupler under lip of adaptor and tilting the coupler upward to engage top jaw (Fig. 1).

2. Turn handle counter-clockwise until lock engages. Coupler and adaptor are locked together but valve is closed (Fig. 2).

3. Press down button on coupler and turn handle counter-clockwise until it locks. Valve is now open and product will flow (Fig. 3).

4. To disconnect – press button on coupler and rotate handle clockwise until it locks. Valve is now closed.

5. Press button on coupler down and turn handle clockwise to the 'in-line' position. Press tab on opposite side of coupler to release the upper jaw and move coupler away (Fig. 4).

For more information:
This article was written by Dave Morrow, director of product management for OPW Engineered Systems, part of Dover Corporation’s OPW division. Visit www.opw-es.com