
 

 
 
 
  
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Declaration Of Conformity 

OPW Fueling Components hereby declares that the product(s) listed, to which 
this declaration of conformity pertains: 

Dover CR, spol. s r. o
Odštěpný závod OPW Fueling Components 
Průmyslová 4 
431 51 Klášterec nad Ohří 
Czech Republic 

Manufacturer: 

Type of Product : End-of-Line Deflagration Flame Arresters for use on vent 
pipes on petrol stations. 

 
Models Covered :  523METAL-UK, 523METAL-UKDI 
                              

Is/are in conformity with Directives, Standards and other Normative 
Documents as listed below: 
 ATEX Directive 94/9/EC  
 ISO 16852:2010 Flame Arresters Performance requirements 
 EN 13463-1:2009 Non electrical Equipment For Potentially Explosive Atmosphere 
 
 EC TYPE Examination Certificate : SIRA 05 ATEX9050X  
  Certified by: SIRA NB 0518, Unit 6 Hawarden Industrial Park, Hawarden, CH5 3US 
 
Special conditions for safe use “X”  
•   The device will not be used where there is a risk of stabilized burning. This device is approved for 
burning category 3.5 according ISO 16852:2010, meant for installation on petrol stations. 
•   The devices will be mounted in accordance with the manufacturer’s  instructions such that they will 
not be subject to damage caused by impact. 

 
 ISO 28300:2011 Venting of atmospheric and low-pressure storage tanks. 
   
UDT Certification : Nr 742/CW/001 
  Certified by: UDT-CERT, Szczęśliwicka 34, 02-353 Warszawa 
 

Original Place / Date of Issue:  Klasterec nad Ohri, January 28. 2016.    
                     
Signed: Jiri Storch 

Quality Manager              

Marking:       II A 
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