ABOVEGROUND STORAGE TANK PRODUCTS

OPW 301
Emergency Vents

Materials

. Lid: Cast iron with
'(;he.OPW 301 Emergency Vent is B Herecoated finish 301 SCFH @ 2/, PSI
esigned to prevent an aboveground _ (0.17 bar)
storage tank from becoming over- Body: Aluminum 4"-101,000
pressurized by providing high-capacity Shaft: Zinc-plated steel 6"- 250,000
venting in the event of a fire or blockage. 0-Ring: Buna-N 8"- 421,000
The 301 is a weighted, mushroom-style
emergency vent. When the AST builds
pressure, the weighted cast-iron lid
Features

is forced up off its seat to relieve the
pressure. When pressure is relieved, the
lid lowers and is automatically reset. The
appropriate 301 Series vent is determined
by the emergency venting capacity
requirements of the AST and the type of
connection at the tank’s emergency vent
opening. The OPW 301 Emergency Vent
is available in 4", 6" and 8" openings
with female NPT, and male NPT to allow
for easy installation in new or existing
aboveground tanks. Various lid-pressure

@ Automatically Resets — weighted
cast-iron cover reseats once the
pressure in the tank is relieved

@ UL-Listed — to satisfy third-party
accreditation requirements
of many jurisdictions

< Aluminum Body and Cast-Iron Lid

< Epoxy Powder-Coated Cover —
prevents rusting of the cover to

protect expensive finishes on ASTs 301 Series Instruction Sheet Order

Number: 203568
Ordering Specifications

Pressure Mounting A B Weight
settings determine the initial venting Model # in. mm Setting Connection in. mm in mm lbs. kg
of the valve. 30144080 4 1015 8oz FemaleNPT 49 1245 61 1549 106 48

301M-4081 4 1015 8 oz. Male NPT 49 1245 6.1 1549 106 4.8
F 301M-4161 4 1015 16 oz. Male NPT 6.1 1549 6 1524 181 8.2
301-6080 6 152 8 oz. Female NPT 59 1499 8.1 2057 209 95
} 301-8080 8 203 8 oz. Female NPT 6.2 1575 10.1 2565 339 154
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Replacement Parts
Part # Description
201877 4" Seal
202721 6" Seal
203325 8" Seal
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