ABOVEGROUND STORAGE TANK PRODUCTS

Poppeted Kamvalok® Adaptors

The 1611AN Series Kamvalok™ Adaptor is installed at the fill-pipe and contains an internal spring-loaded
valve assembly that automatically closes to help prevent fuel spillage. The 1611AN mates with the 1711D
Coupler to open the spring-loaded valve and proceed with a delivery.

Ordering Specifications
Product # Seal in. mm

1611AN-0200 Remote-Fill with Buna Seal 2 51

1611AN-0300 Remote-Fill with Buna Seal 3 77

1612AN-0200 Remote-Fill with Viton® Seal 2 51

1612AN-0300 Remote-Fill with Viton® Seal 3 77

1672AN-SS20 2" Stainless-Steel Kamvalok® Adaptor 2 51

1672AN-SS30 3" Stainless-Steel Kamvalok® Adaptor 377 Adp:&t(::‘;c:)rx::‘n‘:zlt:l-(:ill

* Thread and Kamvalok® same size 1611AN Adaptor Instruction Sheet

Order Number: 204016

Poppeted Kamvalok® Couplers

The 1711D Series Kamvalok™ Couplers are installed on the fuel-delivery transport truck hose and mate
with the 1611AN Adaptors. The combination of the 1711D and 1611AN enable dry connection and dry
disconnection of delivery fittings to help prevent accidental spillage of product.

Ordering Specifications

Product# Seal in. mm
1711D-1080 Buna 3 77
1712D-1095  Viton® 3 77

* Thread and Kamvalok® same size

Poppeted
Kamvalok® Couplers
OPW 1611AN or 1612AN H32116PA Coupler Instruction
Kamvalok Adaptor N Sheet Order Number: 204016
Spout Kits And Delivery OPW 1711D or 1712D

Couplers And Accessories Kamvalok Coupler

Fuel-Delivery Couplers and Accessories
are designed to connect fuel-delivery
transport truck hoses or nozzles to the

fill-pipe of an aboveground storage tank.

OPW 211-RMOT
Remote-fill — |
Spill Container

Typical AST-Filling Application
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