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MaterialsCNG Type-2  
Fueling System
The OPW CleanEnergy CNG 3-Way Valve 
and Type-2 Nozzle features the latest  
in industrial and commercial fueling  
innovations. It is a fueling system that  
bridges the gap between convenience  
and comfort without sacrificing flow or 
reliability. Ergonomically designed to be 
easy to use and prevent unnecessary wear 
and tear during the fueling process.

(PLEASE SEE PAGE 4 FOR DETAILS) 

u �Hose-Connection Options -  
Time-Fill Applications - 4/4 Sized Hose 
(1/4" Inlet and 1/4" Vent). Fast-Fill 
Applications - 4/6 Sized Hose  
(3/8" Inlet and 1/4" Vent) 

u �Ergonomic Grip - Provides user  
comfort and control while protecting 
vehicles from dents and scratches  
during fueling. 

Features

Inlet Tubing Offset – designed to 
eliminate mis-connections on  
OPW CNG Hose Sets.

DR-36/30 Nozzle-Docking Receptacle
This is a Nozzle-Docking receptacle to be used ONLY for Type-2 and Type-3 nozzle-mounting 
purposes. There are no working internals, therefore it may only be used as a docking- 
storage device.  NOTE: It shall not be used to dock a Type-1 nozzle.

NEWNEW

Listings and 
Certifications

NGV1 
ISO14469

www.opwretailfueling.com

High-Pressure 3-Way Valve

Cost Effective - OPW Leads the Way 
in CNG-Fueling Innovation,  
Design and Construction.  

Product # Description

DR-36/30 Nozzle-Docking Receptacle

Ordering SpecificationsNozzle Types

Type 1- �Nozzle with an integrated vent-valve system. This vent 
valve is controlled by single-lever operation which will  
safely vent the gas trapped between the receptacle check 
valve and the nozzle inlet valve. After the venting process,  
the nozzle will disconnect from the vehicle’s receptacle.

Type 2- �The vent-valve operating mechanism is external to the 
nozzle. Venting is required prior to disconnection of this 
type of nozzle.

Type 3- �The fueling hose is automatically depressurized below  
50psi (3.4Bar) at dispenser shutdown. The nozzle will vent  
low-pressure gas between the receptacle check valve and 
the nozzle inlet valve. 

Designed as a Type-2 or 3 nozzle used in conjunction with the 
L-Series receptacles. 

NOTE: �This device shall not be installed on a vehicle nor be  
connected to a pressurized source of any type.
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Type-2 or 
Type-3 Nozzle

DR-36/30 
Nozzle-Docking 
Receptacle

Pole Mount 
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Ordering Specifications

CNG Type-2 Fueling System

Product # Description
Connection Approx. 

Weight
Service  
PressureFill Vent

3WV-44P 3-way valve, cover and outlet tubing and 3/4" extender 4-SAE-AN 4-SAE-AN
1.4 lb.  

(.63 kg)

up to  
5,000 psi /  

345 bar

3WV-44AP30-NT 3-way valve, cover, outlet tubing and 3/4" extender and NT2AP30 4-SAE-AN 4-SAE-AN
2.74 lb.  

(1.24 kg)
3,000 psi /  

207 bar

3WV-44AP36-NT 3-way valve, cover, outlet tubing and 3/4" extender and NT2AP36 4-SAE-AN 4-SAE-AN
2.74 lb.  

(1.24 kg)
3,600 psi / 

250 bar

3WV-46P 3-way valve, cover, outlet tubing and 3/4" extender 8-SAE-AN 4-SAE-AN
1.4 lb.  

(.63 kg)

up to  
5,000 psi /

345 bar

3WV-46AP30-NT 3-way valve, cover, outlet tubing and 3/4" extender and NT2AP30 8-SAE-AN 4-SAE-AN
2.74 lb.  

(1.24 kg)
3,000 psi / 

207 bar

3WV-46AP36-NT 3-way valve, cover, outlet tubing and 3/4" extender and NT2AP36 8-SAE-AN 4-SAE-AN
2.74 lb.  

(1.24 kg)
3,600 psi / 

250 bar

3/4" Extender 
3WV-46AP36-NT

3/4" Extender 
3WV-44PFG

Dimensions
3WV-44AP30/6-NT 3WV-46AP30/36-NT 3WV-44PFG 3WV-46PFG

in mm in mm in mm in mm

A .875 22.22 .875 22.2 .875 22.22 .875 22.22

B .75 19.05 .75 19.05 .75 19.05 .75 19.05

C 4.73 120.14 4.73 120.14 4.73 120.14 4.73 120.14

D 2.83 71.95 2.83 71.95

E 2.5 63.5 2.5 63.5 2.5 63.5 2.5 63.5

F 10.48 266.19 10.48 266.19 10.48 266.19 10.48 266.19

G 8.69 220.76 8.69 220.76 3.79 96.16 3.79 96.16

H #4 SAE #8 SAE #4 SAE #8 SAE

J #4 SAE #4 SAE #4 SAE #4 SAE
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