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Now Available!

The Same Great Benefits 
of our EDGE™ 

Product Line are 
Now Available 
in 15 Gallon 
Containment!

    Never break concrete again to service your 
Spill Container!

    Cartridge style Primary and Secondary can  
be removed separately for independent 
servicing needs

    Water tight top cover provides access to 
remove expanded 15 Gallon bellows

    Easy top access to removable snow plow ring

    Compact containment access lid helps to avert 
water intrusion

     Sealable Cover containment access lid available 
for locations with high water concerns

Full Access from Grade

Install Today,  
Test for Years!
    Integrated interstitial test port, easy 
access for new annual secondary test 

requirements

    Engineered seals throughout design, no 
goop sealant! Made to sustain containment 

with today’s aggressive fuels

    Compact height - screws directly onto existing 
4" Risers for easy and reliable installation

     Thread-On design eliminates potential leak point 
at slip-on joint found in competitive units
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DW-VAC-TEST
Adaptor Part 202310
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Dimensions

15 Gallon EDGE™ Double Wall Spill Containers

Ordering Specifications

Model # Description

1C-31512D The EDGE™ 15 Gallon DW Spill Container, with ductile iron cover,  
Float Gauge, and Drain Valve

1C-31512P The EDGE 15 Gallon DW Spill Container, with ductile iron cover,  
Float Gauge and Plug

1C-31532D The EDGE 15 Gallon DW Spill Container, w/ductile iron cover,  
OPW Electronic Sensor, and Drain Valve

1C-31532P The EDGE 15 Gallon DW Spill Container, w/ductile iron cover,  
OPW Electronic Sensor, and Plug

1SC-31512D The EDGE 15 Gallon DW Spill Container, w/Sealable Cover,  
Float Gauge, and Drain Valve

1SC-31512P The EDGE 15 Gallon DW Spill Container, w/Sealable Cover,  
Float Gauge, and Plug

1SC-31532D The EDGE 15 Gallon DW Spill Container, with Sealable Cover,  
OPW Electronic Sensor, and Drain Valve

1SC-31532P The EDGE 15 Gallon DW Spill Container, with Sealable Cover,  
OPW Electronic Sensor, and Plug

Installation Tools & Testing Equipment

Model # Description

1-3100-TOOL Installation Tool for the EDGE™ DW Spill Container

DW-VAC-TEST Double-Wall Vacuum Tester

In. Description

A 24-7/8" Outside Diameter of ring

B 24-1/2" Outside Diameter of Skirt

C 24-1/2” Grade to Bottom of Bucket

D 18" Grade to Riser Pipe

Replacement Parts/Accessories

Part # Description

C05446M Main Cover Seal
RTR Series Rain Tight Replacement Snowplow Rings
RTC Series Rain Tight Replacement Covers
SC Series Replaceable Sealable Cover
SCR Series Sealable Cover Replacement Snowplow Rings

H15187M RT Cover Seal

C05170M O-ring for Mounting Ring

205987-KIT 15 Gallon Primary bucket sub assembly 
(drain valve version)

Part # Description

206215-KIT 15 Gallon Primary Bucket Sub Assembly
(plug version)

205988-KIT 15 Gallon Secondary Bucket Sub Assembly
201692 O-ring, Nipple Adaptor
201971 Visigauge

201972 O-ring, Visigauge Adaptor

202013 O-ring, Visigauge

1DK-2100-EVR Drain Valve Sub Assembly


