
FlexWorks BlueLine™ Pipe 
BlueLine™ piping is a flexible underground fuel piping system that is available in single wall and double wall con-
struction and in 38.1 mm, 50.8 mm and 76.2 mm (nominal inside pipe diameters). 
 

BlueLine™ can be used for suction or pressure fuel delivery applications.  BlueLine™ may also be used for un-
derground tank vent lines and stage II vapor recovery lines. 
 

BlueLine™ has fuel barrier layers on both the inside and outside of the primary pipe. These barriers block fuel 
permeation.   Note:  Currently, no approvals are available for our FlexWorks BlueLine pipe. 

Features and Benefits 
• Fewer Joints:  As piping runs are continu-

ous, flexible piping has more than 50% fewer 
piping joints than rigid fiberglass, fusion and 
steel piping systems. 

• Contained Joints:  As piping runs are con-
tinuous, all fitting connections can be made 
within a containment sump. 

• Faster Installation:  BlueLine™ flexible 
piping is typically five (5) times faster to install 
than rigid piping systems. 

• Crack Resistant::  BlueLine™ is a durable 
pipe that is resistant to cracking during ship-
ping, installation, ground movement and sur-
face loads. 

 FlexWorks BlueLine™ Pipe 

Available Sizes 
Single Wall:  1-1/2”, 2” and 3” 
Double Wall:  1-1/2”, 2” and 3” 

Primary Pipe 
Outer Barrier Layer 

Primary Pipe 
with Polyethylene Body 

Primary Pipe 
Barrier Layer 

FlexWorks Swivel Fitting 
(DPC Series) 

Secondary Pipe 
Polyethylene Body 

with Outer Barrier Layer 

  
  

  
Dimensions 

  I.D O.D. 
Part # Application Packaging in mm in mm 

BLP-1150B BlueLine™ Single Wall Supply Piping, 1.5” Box 76 m 1.5 38 1.8 51 
BLP-1150MR BlueLine™ Single Wall Supply Piping, 1.5” MegaReel 427 m 1.5 38 1.8 51 
BLP-1150R BlueLine™ Single Wall Supply Piping, 1.5” Reel 305 m 1.5 38 1.8 51 
BLP-1200B BlueLine™ Single Wall Supply Piping, 2.0” Box 76 m 2.0 50 2.3 58 
BLP-1200MR BlueLine™ Single Wall Supply Piping, 2.0” Mega Reel 244 m 2.0 50 2.3 58 
BLP-1200R BlueLine™ Single Wall Supply Piping, 2.0 Reel 152 m 2.0 50 2.3 58 
BLP-1300R BlueLine™ Single Wall Supply Piping, 3.0 Reel 76 m 3.0 76 3.3 83 

250 ft 
1400 ft 
1000 ft 
250 ft 
800 ft 
500 ft 
250 ft 

FlexWorks BlueLine™ Single Wall Flexible Pipe Ordering Specifications 

FlexWorks BlueLine™ Double Wall Flexible Pipe Ordering Specifications 

  
  

  
Dimensions 

  I.D O.D. 
Part # Application Packaging in mm in mm 

BLP-2150B BlueLine™ Double Wall Supply Piping, 1.5” Box 76 m 1.5 38 2.0 51 

BLP-2150R BlueLine™ Double Wall Supply Piping, 1.5” Reel 305 m 1.5 38 2.0 51 
BLP-2150MR BlueLine™ Double Wall Supply Piping, 1.5” MegaReel 427 m 1.5 38 2.0 51 
BLP-2200B BlueLine™ Double Wall Supply Piping, 2.0” Box 76 m 2.0 50 2.5 63.5 
BLP-2200R BlueLine™ Double Wall Supply Piping, 2.0 Reel 152 m 2.0 50 2.5 63.5 
BLP-2200MR BlueLine™ Double Wall Supply Piping, 2.0” Mega Reel 244 m 2.0 50 2.5 63.5 
BLP-2300R BlueLine™ Double Wall Supply Piping, 3.0 Reel 61 m 3.0 76 3.5 88 

250 ft 

1000 ft 
1400 ft 
250 ft 
500 ft 
800 ft 
200 ft 
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OPW Mexico Centro de 
Servicio OPW-Mexico 
Homero 136 Int. 403 
Col. Chapultepec Morales 
Mexico DF CP 11570 
Delegacion Miguel Hidalgo 
Tel: 52 55 5254 5672 
Fax: 52 55 5254 1913 
aanguiano@opw-fc.com 

European Headquarters 
OPW Fueling Components 
Europe B.V. 
Weerenweg 19 
1161 AE Zwanenburg 
The Netherlands 
Tel: +31 (0)20 497 5442 
Fax: +31 (0)20 497 6081 
Email:  info@opw-fce.com 

Europe Customer Service/
Operations 
DOVER CR spol. s.r.o. (OPW) 
Prumyslova 4 
431 51 Klasterec nad Ohri 
Czech Republic 
Tel: +420 474 624 440 
Fax: +420 474 628 271 
Email:  info@opw-fce.com 

Dover India Pvt Ltd. 
OPW Fueling Components Div. 
A-93, Wagle Industrial Estate 
Thane 400 604 
Maharashtra, India 
Tel: 91 22 6710 0812, 13, 14 
Fax: 91 22 6710 0815 
info@opwfc-in.com 

FlexWorks by OPW Fueling Containment Systems 
3250 US Highway 70 Business W. 

Smithfield, NC 27577 USA 
Customer Service: 1-800-422-2525 

Customer Service Fax: 1-800-421-3297 
Technical Service: 1-919-934-2786 

United Kingdom 
Market Harborough 
United Kingdom 
Tel: 44 01858-433365 
Fax: 44 01858-463452 

Brazil 
Rod. Romildo Prado, Km. 13,5 
Bairro de Itapema 
Caixa Postal 170 - Itatiba - SP. 13255-750 
Tel:  55 11 4894-7700 
Fax: 55 11 4894-7701 
opwbrasil@opwbrasil.com.br 

Poland/Petro Vend of Poland, 
Inc. 
32-085 Wegrzce 101 (Krakow) 
Poland 
Tel: 48 12 4106600 
Fax: 48 12 4106690 
pvpoland@petrovend.krakow.pl 

OPW Fueling Compo-
nents (Suzhou) Co. Ltd. 
No. 668, Fengting Road 
Loujiang Industrial Zone E2 
Suzhou Industrial Park 
Suzhou, P.R.C. 215122 
Tel:  86-512-6274-5328 
Fax: 86-512-6274-5338 
info@opw-fc.com.cn 

Publication:  BLF-0002 
Issue Date:   01-12-09 
 

Notice:  OPW-FCS products must be used in compliance with applicable federal, state, provincial and local laws and regulations.  Product selection should be based on physical specifications and limitations and compatibility with the environ-
ment and material to be handled.  OPW-FCS makes no warranty of fitness for a particular use.  All illustrations and specifications in this literature are based on the latest production information available at the time of publication.  Prices, 
materials and specifications are subject to change at any time, and models may be discontinued at any time, in either case, without notice or obligation.  For complete OPW-FCS warranty information, visit our web site at www.opwfcs.com 


